
 
 
 

MATERIAL SAFETY DATA SHEET 
 
 
 
SECTION I:  IDENTIFICATION OF PRODUCT 
 

PRODUCT NAME:       Plug ‘N’ Dike Epoxy 
CHEMICAL FAMILY:      Epoxy   
 

 
Company Profile:   
SpillTech                            
Brookley Industrial Complex  
1627 O’Donoghue Street  
Mobile, AL 36615   
   
Customer Service Telephone Number: 1-800-228-3877 
Technical Information Telephone Number: 1-251-694-0102 ext.121 
  
 
 
SECTION II:  HAZARDOUS INGREDIENTS 
 
INGREDIENTS PERCENT      CAS NUMBER   OSHA PEL Respirable Mass  Total Mass 
Bentonite Blend 95% - 99%     14805-60-7          N/A      N/A  N/A 
Crystalline Silica less than 2%                          nuisance dust   5mg/m3    15mg/m3 
Starch Polymer less than 2%    65930-0706               nuisance dust   5mg/m3    15mg/m3
     

 
SECTION III: PHYSICAL DATA 
 
APPEARANCE AND ODOR: Grey/Brown & virtually odor free 
SPECIFIC GRAVITY: 2.5 
BOILING POINT  (C): Not Applicable 
MELTING POINT (C): N/A 
SOLUBILITY IN WATER: Negligible 
PERCENT VOLATILE BY VOLUME: N/A 
EVAPORATION RATE: N/A 
VAPOR PRESSURE (mm Hg): N/A 
VAPOR DENSITY (Air = 1): N/A
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SECTION VI: FIRE AND EXPLOSION HAZARD DATA 
 
FLASH POINT:     N/A 
AUTO IGNITION:     N/A 
FLAMMABLE LIMITS:     N/A 
FIRE EXTINGUISHING MEDIA:  Non-flammable  
 
 
DATE ISSUED:  April 29, 2002 
REVIEWED (no changes): February 2014 
PREPARED BY:  SpillTech, Telephone Number:  1-800-228-3877. 
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